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GigaWatt

•	Carries 2 bikes, up to 80lbs (36kg) each (160lbs (72kg) total)
•	Tire width 19mm road bike tires – 4.5” mountain bike tires
•	Wheel Diameter: 20” - 29”
•	Wheelbase: 34” - 55” (889mm - 1397mm)
•	Use for single rider bikes and e-bikes only, no mopeds, scooters, tandems, recumbents, multi-rider bikes, mo-
torcycles or non traditional bikes
•	Not compatible with bikes equipped with front cargo racks. Front cargo racks must be removed prior to use
•	Not compatible with any third party hitch extensions, swing out adapters, spacers,  or any other third party 
components between the rack and the hitch
•	Visit www.rockymounts.com/gigawatt for RV ratings and limitations

Guidelines:

Parts Included:
A:	 Base (1x)
B:	 Inner Tray (1x)
C:	 Outer Tray (1x)
D:	Wheel Hoop (2x)
E:	 Hook Strap (2x)
F:	 Ramp (1x)

G:	 Chain Lock (1x)
H:	M8 Tray Bolt (8x)
I:	 Nylon Plate (4x)
J:	 M6 Hoop Bolt (4x)
K:	 Key (2x)
L:	 Lock Pod (2x)

M:	Hitch Pin (1x)
N:	M12 Flat Washer (1x)
O:	 M12 Split Washer (1x)
P:	 5mm Allen Wrench (1x)
Q:	4mm Allen Wrench (1x)
R:	 19mm Wrench (1x)

S:	 M14 Bolt (1x) *
T:	 M14 Washer (2x) *
U:	M14 Nut (1x) *

* For RV applications only
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Insert hitch tube into vehicle hitch receiver and 
align holes. Install the hitch pin with a M12 split 
washer and M12 flat washer and tighten using 
19mm wrench. Lock hitch pin with lock pod.

Install Base

From the underside, loosely install four M8 bolts 
and nylon plate into the Wheel Tray.  When all 
4 bolts are started, tighten securely with 5mm 
allen wrench.

Secure Inner Tray

Repeat steps 2-4 to install the outer wheel tray 
and wheel hoop. Once fully assembled, confirm 
the wheel trays have been installed correctly by 
checking the “Rockymounts” logo.

Install Outer Tray

Place inner wheel tray on base with load arm fac-
ing out. Align plastic posts on underside of tray 
with mounting holes on base. 

Install Inner Tray

1: Spread wheel hoop slightly and place onto mat-
ing holes on wheel tray.  Insert M6 bolts through 
wheel tray and secure with 5mm allen wrench. 
2: Next tighten the middle bolts on each side.

Install Wheel Hoop

1
If installing rack onto an RV the base pivot must 
be secured. Insert M14 bolt with washer into piv-
ot block. Install nut and washer and secure using 
22mm wrench and adjustable wrench.

Install Pivot Bolt

Assembly Instructions:

For RV Installs Only:
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